
Resistive Reach

Class of service Equivalent 
Wire Length

Maximum 
ohm value

VDSL F/K/N Card 17 MHz

55M single pair 1200 101 ohms

90M Bonded 1250 105 ohms

32M single pair 2700 228 ohms

55M bonded 2900 245 ohms

32M bonded 3100 262 ohms
25M single pair 3200 269 ohms

25M bonded 5000 423 ohms

VDSL F/K/N Card 8.5 MHz

55M bonded 2200 186 ohms

32M single pair 2200 186 ohms

25M single pair 3000 254 ohms

19M single pair 3400 286 ohms

25M bonded 4500 381 ohms

19M bonded 5500 465 ohms
CO Based IPDSL

18 M (Max Plus) 4800 400 ohms

12 M (Max) 8100 680 ohms

6 M (Elite) 10200 850 ohms

3 M (Pro) 11700 980 ohms

1.5 M (Express) 12900 1080 ohms

768 K (Basic) 15000 1250 ohms

RT Based IPDSL

18 M (Max Plus) 4100 400 Ohms

12 M (Max) 7500 630 ohms

6 M (Elite) 9700 810 ohms

3 M (Pro) 11300 940 ohms

1.5 M (Express) 12500 1040 ohms

768 K (Basic) 15000 1250 ohms

RT Based IPDSL BOND

24 M (Max Turbo) 5100 431 ohms

18 M (Max Plus) 7000 592 ohms

12 M (Max) 9400 795 ohms

6 M (Elite) 11000 931 ohms

3 M (Pro) 12300 1041 ohms

1.5 M (Express) 13500 1141 ohms

768 K (Basic) 15000 1250 ohms

CO Based IPDSL BOND

24 M (Max Turbo) 5800 491 ohms

18 M (Max Plus) 7600 643 ohms

12 M (Max) 9900 836 ohms

6 M (Elite) 11400 962 ohms

3 M (Pro) 12600 1064 ohms

1.5 M (Express) 13600 1151 ohms

768 K (Basic) 15000 1250 ohms

ADSL

Up to 6Mbps - Consumer 6.5 540

Up to 6Mbps - (ADSL2+) 8.0 670

Up to 3Mbps - Consumer 9.5 790

Up to 1.5Mbps - Consumer 11.1 930

Up to 768kbps - Consumer 15.0 1250

4-6 Mbps - Business 6.9 580

2-4 Mbps - Business 8.1 680

1.5 Mbps - Business 9.3 780

768 kbps - Business 9.4 780

384 kbps - Business 12.0 1000

192 kbps - Business 15.0 1250


